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Door communication system Control devices
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Control device for the supply of the audio and video components of the 

Gira door communication bus.

The video control device offers the following product features:

· Supply of the reverse-polarity protected, short-circuit-proof

2-wire bus when using video components such as colour camera 

and/or TFT colour display.

· Up to 2 door stations with colour camera and 18 home stations with 

TFT colour display can be connected.

· Self-resetting electronic short-circuit and overload recognition of 

the operating voltage and the bus connection.

· Buttons for system and door opener programming.

· LED status indicators for operation, overload, system programming 

and door opener programming.

· 12 V AC output (1 - 10 s) to supply power to a standard door opener 

(max. power consumption 1.1 A/ED 25 %).

· Relay output for switching a door opener with its own power 

supply.

· Door opener time steplessly adjustable from 1 to 10 seconds.

The video control device is intended to be installed in the sub-

distribution unit. If this is not possible, use a common surface-

mounted distributor.

If the topology of the video cabling is designed as a rising main 

installation, the video distributor 1292 00 is also required. In 

combination with the door communication gateway 1290 00, the 

additional power supply 1296 00 is required.

· This video control device enables door communication systems 

with up to 70 audio devices to be set up

(e.g. 1 built-in loudspeaker, 5 add-on modules for build-in speakers, 

68 surface-mounted hands-free feature home stations).

Flush-mounted door station 1260 .., 1261 .., 1271 .., 

1272 .. → Page 252.

Colour camera for flush-mounted door station 

1265 .. → Page 256.

Surface-mounted door station 1266 .., 1267 .., 1268 .., 1269 .., 

1270 .. → Page 259.

Door station stainless steel audio, door station stainless steel 

video → Page 257.

Home stations 1280 .., 1281 .. with the supplements call buttons 

1283 .., 1285 .., TFT colour display 1286 .., TV gateway 

2610 .. → Page 267.

VideoTerminal 2600 .. → Page 268.

Surface-mounted hands-free feature home station 

1250 .. → Page 266.

Surface-mounted gong 1200 .. → Page 273.

Built-in loudspeaker 1258 00 → Page 263.

Switching actuator 1289 00 → Page 276.

Additional power supply 1296 00 → Page 275.

Video distributor 1292 00 → Page 276.
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Video control device  

DRA  1288 00 1 10
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Primary rated voltage: 230 V AC, 50 Hz

Secondary rated voltage: SELV 26 V DC ±2 V

Secondary rated current: 700 mA continuous load

1.15 A peak load (max. 5 seconds)

Overload deactivation from 900 mA

Screw terminals: 0.6 mm to 2.5 mm²

Door opener output: 12 V AC, 1.1 A/ED 25 %

relay output: 250 V AC, 2 A

Cable length

from camera to most

distant TFT display: max. 100 m

Entire cable length with 

pure video operation: see Control device Audio 128700

Dimensions: DRA device, 8 depth module

Temperature range: -5 ºC to +45 ºC

Protection type: IP 20
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Additional power supply 24 V DC for supply of door communication 

components in the following application cases:

· Supply of the colour camera in large facilities.

· Supply of the call-button illumination in large facilities.

· Supply of the door communication gateways 1290 00 if the video 

control device 1288 00 is used.

· Supply of Keyless In keypad 2605 .., Transponder reader 2606 .., 

Fingerprint reader 2607 ...

Colour camera for door station, flush-mounted

1265 .. → Page 256.

Flush-mounted door station 1260 .., 1261 .., 1271 .., 

1272 .. → Page 252.

Surface-mounted door station 1266 .., 1267 .., 1268 .., 1269 .., 

1270 .. → Page 259.

Door station stainless steel → Page 257.

Door communications system gateway 1290 00 → Page 272.

Keyless In keypad 2605 .., Transponder reader

2606 .., Fingerprint reader 2607 .. → Page 280.
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Additional power supply 24 V DC for the supply of the Gira 

VideoTerminal 2600 ...

VideoTerminal 2600 .. → Page 270.
 

Additional power supply for door 

communication 24 V DC 300 mA  

DRA  1296 00 1 18
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Primary rated voltage: 230 V AC, 50 Hz

Secondary rated voltage: SELV 24 V DC

Secondary rated current: 0.3 A

fuse protection: Fine-wire fuse 250 V, 160 mA

Dimensions: DRA device, 5 depth module

Temperature range: -5 ºC to +40 ºC

Protection type: IP 20

Additional power supply for door 

communication 24 V DC 700 mA  

DRA  2570 00 1 18
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Primary rated voltage: 230 V AC, 50 Hz

Secondary rated voltage: SELV 24 V DC

Secondary rated current: 0.7 A

fuse protection: self-resetting electronic short-circuit 

protection

Dimensions: DRA device, 6 depth module

Temperature range: -5 ºC to +40 ºC

Protection type: IP 20
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